Experimental investigations of mixing-processes in the wake of a circular cylinder in stratified flows p. 122
Experimental research of transport characteristics of charged gas-solid two-phase flow p. 128
Turbulence modulation measurements in a charged monodispersed droplet stream p. 133
Experimental study on rising velocity of different nitrogen bubbles in a circular pipe p. 140
Uncertainty of the PIV testing results for gas flow field caused by tracer particles and seeding method p. 148
Study on a novel sensor of wetness measurement in water/air flows p. 159
Multiphase flow measurements by full stream batch sampling p. 165
Electronics design for dual energy gamma-ray multiphase flow meter p. 172
Capacitance sensor design for refrigerant two-phase flow characterization p. 178
Experimental investigation on electrostatic spray of twin-fluid atomization p. 184
Electrostatic introduction theory based spatial filtering method for solid particle velocity measurement p. 192
Electrostatic charged two-phase flow equations p. 201
Study of the gas-liquid two-phase flow measuring method based on the V-cone flow meterp. 208
New method of online measurement of oil and suspended material concentration in flowing waste water p. 215
A new measuring method of oil-water-gas three phase flowrate by using of heat transfer and fluid dynamics Time-serial analysis on gas-liquid two-phase bubbly flow using POD p. 361
Experimental investigations on performance of collision-block-type concentrator using fiber optic probe p. 367
On-line measurement of the shape and growth rates of organic crystals in reactors : advances and perspectives for control p. 376
Volterra filter forecasting method based on chaotic time serried and its application to fire smoke flow p. 383
Determination of minimum agitation speed for complete solid suspension using four electrode conductivity method p. 389 Application of phase doppler particle anemometer for studying turbulent gas-particle flows at Tsinghua University p. 399
Volumetric fraction dynamic measurement in oil-water-gas multiphase horizontal pipe flow with dual energy gamma-ray p. 409
Development of a precise and in situ turbidity measurement system p. 419
Research of the PIV technology used to measure the liquid-solid two-phase flow in the pump p. 425
On the measurements of particles smaller than 20 [mu]M by global rainbow refractometry p. 430
The impact of the PDA measurement method in forward scatter on the concentration of gas-particle two phase flow p. 437
Experimental study on in-situ concentration monitoring of flue gas from the fixed pollution source based on DOAS Experimental studies on the measurement of oil-water two-phase flow p. 600
Estimation of liquid wall and interfacial shear stress in horizontal stratified gas-liquid pipe flow p. 610
A study of ultrasonic radiation dissipation in powder processing system p. 617
Multiphase flow measurement system of oil well p. 625
Methods of evaluating bubble boundary definition using characteristic parameters of bubble boundary p. 629
Experimental investigations of two-phase boiling flow in a complicated channel p. 636
Determination of polychlorinated diben-p-dioxins and dibenzofurans in flue gas by high resolution gas chromatography coupled with high resolution spectrometry p. 643
Mercury emission measurement in coal-fired boilers by continuous mercury monitor and ontario hydro method p. 647
Measurement of particle size distribution and volume concentration based on ultrasonic attenuation spectrum in fat emulsion p. 654
Measurement of three-dimensional temperature distribution in an absorbing, emitting, and anisotropically scattering medium p. 661
On-line measurement of soot concentration in duct using scattering-transmission method p. 673
Experimental study on performance of turbine flowmeter and venturi meter in oil-water two-phase flow measurement p. 678
Analysis on dynamic differential pressures of multi-loop flowmeter for the measurement of gas-liquid two-phase flow p. 683
Numerical simulation of optic-pneumatic combined probe in on-line measurement of pulverized coal p. 689
Ultrasonic method for concentration and particle size analysis in dense coal-water slurry p. 695
Measurement of water fraction in liquid hydro-carbons using ECT sensor p. 705
Wire-mesh capacitance tomography in gas-liquid flows p. 710
Design of an electrical impedance tomography sensor for flow measurement in an oscillatory baffled reactor p. 717
AC-based capacitance tomography system with small-diameter and high-pressure pipe p. 725
Gas-liquid two-phase flow measurement with dual-plane ERT system in vertical pipes p. 734
Optimization design of sensor in electromagnetic tomography system p. 740
Dynamic flow behavior measurements in gas-solid fluidized beds using different non-intrusive techniques and polyethylene powder 
